
















14 HEAT PUMPS - AIR CONDITIONING - REFRIGERATION - AIR HANDLING - HEAT EXCHANGE - NA 17.616 A

Precision air handling cabinets

EXPAIR

TàP FRANCAIS ou plusieurs langues

TàP ANGLAIS

TàP ALLEMAND

TàP ESPAGNOL

TàP ITALIEN

Document non contractuel. Dans le souci constant d’améliorer son matériel, CIAT se réserve le droit de procéder sans préavis à toutes modifications techniques.

Siège social 
700 Avenue Jean Falconnier - B.P. 14
01350 - Culoz - France
Tel. : +33(0)4 79 42 42 42
Fax : +33(0)4 79 42 42 10
www.ciat.com

Compagnie Industrielle d’Applications Thermiques - S.A. au capital de 26 728 480 € - R.C.S. Bourg-en-Bresse B 545 620 114

CIAT Service
Assistance technique : 0 892 05 93 93 (0,34 € / mn)
Pièces de rechange : 0 826 96 95 94 (0,15 € / mn)

pdrfrance@ciat.utc.com - PDRGarantie@ciat.fr 

Système de 
Management certifié

This document is non-contractual. As part of  its policy of  continual product improvement, CIAT reserves the right to make any technical modification it feels appropriate without prior notification.

Head office 
700 Avenue Jean Falconnier - B.P. 14
01350 - Culoz - France
Tel.: +33 (0)4 79 42 42 42
Fax: +33 (0)4 79 42 42 10
www.ciat.com

Compagnie Industrielle d’Applications Thermiques - S.A. with a registered capital of   26 728 480 € - R.C.S. Bourg-en-Bresse B 545 620 114

Certified 
Management System

Documento non contrattuale. Nella preoccupazione costante di migliorare il suo materiale, CIAT si riserva il diritto di procedere senza preavviso ad ogni modifica tecnica.

Sede sociale 
700 Avenue Jean Falconnier - B.P. 14
01350 - Culoz - France
Tel. : +33 (0)4 79 42 42 42
Fax : +33 (0)4 79 42 42 10
www.ciat.com

Compagnie Industrielle d’Applications Thermiques - S.A.  al capitale di 26 728 480 € - R.C.S. Bourg-en-Bresse B 545 620 114

I T A L I A

CIAT ITALIA S.R.L.
Via Nassar, 46 - 37026 Pescantina (VR) Italia

Tel. : 045 6750065 - Fax : 045 6750118
info@ciat-italia.it - www.ciat-italia.it

Sistema di 
Gestione certificato

Documento no contractual. Con el fin de mejorar su material, CIAT se reserva el derecho de realizar modificaciones técnicas sin previo aviso.

Sede social 
700 Avenue Jean Falconnier - B.P. 14
01350 - Culoz - France
Tel.: +33 (0)4 79 42 42 42
Fax: +33 (0)4 79 42 42 10
www.ciat.com

Compagnie Industrielle d’Applications Thermiques - S.A. con un capital de 26 728 480 € - Reg. Mercantil Bourg-en-Bresse B 545 620 114

CIAT ESPAÑA 
Polígono Industrial Llanos de Jarata
14550 - Montilla (Córdoba) - España

Tel.: +34 957 652 311
Fax: +34 957 652 212

ciat@grupociat.es - www.grupociat.es
Sistema de 

gestión certificado

Compagnie Industrielle d’Applications Thermiques AG nach franz. Recht mit einem Kapital von 26 728 480 € - Handelsregister Bourg-en-Bresse Nr. B545 620 114

Dieses Dokument ist keine Vertragsunterlage. Da wir ständig bemüht sind, unser Material noch weiter zu verbessern, behält sich CIAT das Recht vor, technische Änderungen ohne vorherige Ankündigung vorzunehmen.

Firmensitz 
700 Avenue Jean Falconnier - BP14
01350 Culoz - Frankreich
Tel.: +33 (0)4 79 42 42 42
Fax: +33 (0)4 79 42 42 10
www.ciat.com

Luxemburg 
CIAT Luxembourg
2 route de Remich 

L5650 Mondorf les Bains
Tel. : +352(49) 28 49 

info.luxembourg@ciat.fr

Deutschland 
CIAT Kälte- und Klimatechnik GmbH
Wendenweg 19, D-44149 Dortmund

Tel. : +49 (0) 231 96 97 55 0
Fax : +49 (0) 231 96 97 55 15

www.ciat.de

Schweiz 
Kalitherm
Route de Denges 28 G, CH-1027 Lonay
Tel : +41 (21) 863 60 60
Fax : +41 (21) 862 12 35
info@kalitherm.ch - www.kalitherm.ch

Zertifiziertes
Managementsystem

CIAT Service
international_Parts@ciat.fr 

Operating limits

Chilled water (CW)

Water circuit Maximum pressure: PN16
Minimum water inlet temperature: 5 °C (consult us for other values)

Maximum water inlet temperature: 80 °C (consult us for other values)

Indoor temperature
Minimum air inlet temperature: 12 °C, and according to return humidity

Maximum air inlet temperature: 45 °C, and according to return humidity 
(Weight in water, condensed < 0.8 g of water/kg of dry air)

Power supply 3PH / 400V + E + N

Direct expansion (DXA)

Indoor temperature
Minimum air inlet temperature: 18 °C, and according to return humidity

Maximum air inlet temperature: 28 °C, and according to return humidity 
(Weight in water, condensed < 0.8 g of water/kg of dry air)

Outdoor temperature
Minimum air inlet temperature: -15 °C

Maximum air inlet temperature: 45 °C

Power supply
Indoor unit

3PH / 400V + E + N
Outdoor unit(s)


